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AW2.8-Product specifications

Parameter Specifications
LED type SMD 3in1 1515
Pixel pitch (mm) 2.84
Panel size (width x height x
thick 500*500 500*750
Physical ickness) / (mm)
parameters Panel resolution 176*176 176*264
panel weight(kg) 7 10.3
Panel material Die-cast aluminum
Module size (width x height) / (mm) 250*250
Brightness (nit) 5000
Refresh frequency (Hz) >4800
Gray level (Bit) 15
Contrast 3200:1
Optical |Color temperature (K) 7500
parameters |y o ; :
\Clewmg angle (horizontal / vertical) 160/160
)
Driving method 1/22
AC working voltage (V) 100~240
Power (Max / Average) (W / m2) 660/220
Storage temperature (°C) -40~+ 60
Operating temperature (°C) 20~ + 50
Storage humidity (RH) 10%~90%
Operating humidity (RH) 10%~90%
Protection grade (front / rear) IP65/IP65
Application
parameters LED life (H) 100000
Module maintenance method front/rear
Maintenance methods of power
front/rear
supply & others
Installation method Fixed installation
Certification CE,FCCETL,CCC

Note: The power will fluctuate within the range of + 15%, depending on the brightness of

different batches of lamps, please refer to the actual product.




