






Dynamic & Concave for Optimal Visual Display
Using 150×337.5mm small panel for splicing, each supports a maximum internal arc of 3°,

with a minimum radius of only 2.87m,creating an immersive visual experience.
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Flexible  Splicing for Customization
Supports splicing with standard panels for unlimited size,provides limitless design possibilities. 



Quick and Easy Assembly
The KLCOB V2 offers versatile installation options including stacking, wall-mounting, hanging, and precise 90° splicing, catering to a wide 

array of environmental requirements with ease.

Stacking Wall-mounting

Hanging 90° splicing



Control Room



Conference Room



Lobby



TV Studio



Long warranty, worry free after-sales service

Extended warranty service: Extend the warranty period of the LED screen beyond the basic warranty period

Replacement instead of repair: When a fault occurs, spare parts are replaced first to minimize equipment downtime and quickly 
resume operation

Package installation service: The manufacturer provides high-quality LED screen installation and configuration to ensure the 
installation effect

100% certified engineers provide professional, thoughtful, and fast services

 Optional Services

Enjoy a 2-year warranty service and offer 1-3 years of extended warranty service
Supports lifetime warranty - Lifetime Warranty (designated area)

 Service Advantages

Super high efficiency, save time
Short repair cycle, 30% ahead of the market

Domestic repair cycle is 10 days, international repair cycle is 45 days
Support replacement instead of repair(designated areas)

Worry-free and trouble-free installation
The manufacturer's senior service team follows up throughout the process to ensure the best display effect.

After placing the order, you can enjoy one-to-one installation guidance



 Absen Service Ability

Service channels

Hot line: +86 400-700-3278
WeChat: 13923413428   WhatsApp: 008613923413428
E-mail: service@absen.com   Official website: www.absen.com

Global service coverage Multiple service channels

24 / 7 response One-stop service
Enjoy exclusive and professional service in the 
whole process of pre-sales, sales and after-sales

Providing service via multiple channels such as Hot 
line, WeChat, WhatsApp, E-mail and official website 
to quickly take care of service requirements

24/7/365 available, quick response in 10 seconds

Global 9 primary service centers and 30+secondary 
service centers
700+service partners
3000+certified ACE service cngineers



Absen Optoelectronic Co.,Ltd
18-20F Building 3A, Cloud Park, Bantian, 
Longgang District Shenzhen, 518129, P.R.China     
T: +86-755-89747399        E: absen@absen.com  
F: +86-755-89747599        W: www.absen.com

Absen GmbH
Hessenring 4c, 64546 Moerfelden-Walldorf (Frankfurt am Main), 
Germany
T: +49 (0) 6105 718941-0     E: europe@absen.com
F: +49 (0) 6105 718941-29   W: www.absen-europe.com

Absen Inc.
7120 Lake Ellenor Drive, Orlando,
Florida 32809, USA
T: +1-407-203-8870  E: info@usabsen.com
F: +1-407-203-8873  W: www.usabsen.com

Model KLCOB0.9 V2 KLCOB1.2 V2 KLCOB1.5 V2

LED Type

Pixel Pitch (mm)

Pixel Per Panel

Panel Weight (kg)

Panel Material

Brightness (nit)

Refresh Rate (Hz)

Gray scale (bit)

Contrast Ratio

Viewing Angle (H/V) (°)

Operating Temperature (℃)

Operating Humidity (RH)

IP Rating (Front/Rear)

KLCOB0.7 V2

Flip-chip RGB

0.78

600×337.5×39.3

768x432

4.5

600~1000

3840

15000:1

160/160

﹣10~﹢40

10﹪~80﹪

IP40/IP21

KLCOB1.8 V2

Panel Dimensions 
(WxHxD)/(mm)

20
（Internal processing）

Flip-chip RGB

0.93

600×337.5×39.3

640×360

4.5

600~1000

3840

15000:1

160/160

﹣10~﹢40

10﹪~80﹪

IP40/IP21

Flip-chip RGB

1.25

600×337.5×39.3

480 × 270

4.5

600~1000

3840

15000:1

160/160

﹣10~﹢40

10﹪~80﹪

IP40/IP21

Flip-chip RGB

1.56

600×337.5×39.3

384×216

4.5

600~800

3840

15000:1

160/160

﹣10~﹢40

10﹪~80﹪

IP40/IP21

Flip-chip RGB

1.87

600×337.5×39.3

320x180

4.3

600

3840

15000:1

160/160

﹣10~﹢40

10﹪~80﹪

IP40/IP21

19
（Internal processing）

19
（Internal processing）

19
（Internal processing）

19
（Internal processing）

Die Casting Aluminum


