Trusted LED Supplier

1.2 Product Specifications

NT indoor products:
Parameter NT2.6 NT2.9
LED Type Black SMD1515 Black SMD2020
Pixel Pitch (mm) 2.6 2.97
192x192 168x168
Cabinet Pixels
168x336
Pixel Density (Pixels / m?) 147456 225792
Module size (L x W)/(mm) 250x250
Physical 500x500x80 500x500x80
Panel size (L x W x H)/(mm)
Parameters 500x1000x80
Cabinet Material Die-casting aluminum
Cabinet Weight (kg/Cabinet) 7.5 7.5112.5
Grayscale 14 14
Refresh Rate (Hz) 3840 3840
Drive Mode 1/24 1/28
Signal Transmission Distance (m) UTP cable: < 100 m; Single-mode fiber: < 10 km
Optical Brightness (nit) 1000 1000
Parameters Viewing Angle (HV)(°) 160/160 160/160
AC Input Voltage (V) 200-240
Electrical Parameters Power Consumption 690/230 498/166
(Max/Avg.)(W/m?)
Storage Temperature (°C) - 40~ + 60
Working Temperature ("C) - 10~ + 40
Environmental
Storage Temperature (RH) 10 % ~90 %
Parameters
Working Humidity (RH) 10 % ~90 %
1P40/21

Ingress Protection

Hanging, stacking, square tube truss

Leasing Product Panel Installation Method

20 20/10

Installation
Maximum number of hoisted cabinets

Remark: Power consumption tolerance: +15%, according to the actual situation.
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