
Specs Remarks

Pixel Pitch (mm) 3.9

SMD Type SMD 1921

IC Driver ICN2065 Film Camera shooting compliant.

Refresh Rate 3840 Hz

Control System Novastar A8S-N

Processing Depth 14 bit

Brightness 4500

Contrast Ratio 4500:1

Viewing Angle H/V ° 140/120

Calibration stored in Led module Yes

Color Temperature (K°) 6500

Color calibration REC-709 + DCI-P3
Need to load different calibration files 
based on the requested standards. 
Please specify % of each standard

Scan Method 1/8

LED Type Copper NS

LED Mask Without shader

PSU CE/EMC Active PFC 30% power headroom

Module Size 250x250

Module Magnets Yes Safety cable each module

Maintenance Front & rear

Cabinet Material Die Cast Alluminium

Panel Size (mm) 500x500 / 500x1000

Panel Weight (kg) 7,8 / 12,5

Max Stacking Specify

Max Hanghing 20 / 10

IP Protection IP65/IP54

AC Op. Voltage 100-240

 Power consumpt <Max> sqm 600

 Power consumpt <Typical> sqm 200

Power Connector Neutrik

Data Connector Neutrik

Curve -7.5 +10

Floor use Yes, (with optional top cover)

90° corner Yes, (optional)

Bottom edge protection Yes

Dolly /Flight case Yes

Certifications CE/EMC/FCC/ETL/Rohs 

LED outdoor PL3.9W Plus V2


