


Solution Topology

Introduction
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Core Features

4K Level Capacity Real 4K Inputs

One device, 20 Ethernet ports, 13 million pixels. With HDMI 2.0 and DP 1.2, there are no limitations for input, making the image clearer.

Maximum width of 16,384 pixels and maximum height of 8,192 pixels.
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Free Cabling U-Disk Play
Without rectangle restriction, loading capacity is calculated based on the physical Using U-Disk as an input source for plug-and-play makes testing and video playback
cabinet. Enhances Ethernet port utilization and makes configuration easier. more convenient.

(*Specific receiving cards are required)




Multiple Flexible Layers

Maximum of 12x 2K layers or 3x 4K layers, all layers are capable of roaming and scaling.

Flexible Fiber Solution

4% 10G OPT ports, adaptive input/output, optical transmission of LED signal and video signal,

optical signal and network signal backup, flexible and reliable.

Pixelhue Switcher

High Image Quality

Integrating NovaStar SuperView Ill image processing technology ensures high-quality image

scaling.

SuperView Il

Multiple Operation Methods

VICP App and front panel to switch inputs and presets, adjust brightness and so on, making

it much easier and more convenient.
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Brand New Software Upgrade

Communication and feedback much faster;
More functions and more powerful;

Visualized control interfaces are much easier.

Mode Switching for Various Scenes

Three working modes: video controller mode, fiber converter mode and Bypass mode.

Bypass
Mode

Full-Link Backup

Complete full-link backup ensures stability on-site.
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Input Source Backup Backup Link Testing

More Functions
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